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捷運民生汐止線環境影響說明書已於民國99年1月21日獲環保署同意備查，第一期計畫(內湖至汐止段)環

評有條件通過。「捷運民生汐止線暨周邊土地開發可行性研究」行政院於民國100年12月19日核定報告，已依

中央規定之審議要點，接續辦理綜合規劃作業。

綜合規劃報告已於民國103年5月23日提報兩市「臺北都會區大眾捷運系統建設計畫及周邊土地整體開發

研議委員會」第6次委員會議審查同意，本府已將綜合規劃報告於民國104年8月28日函請交通部核轉行政院審

議，並建請採一次全線核定，分段興建方式辦理，及請交通部協助重啟本線第二期路線環評審議程序。

本研究計畫提出初步建議路線方案如下：(如附圖，尚未定案) 以地下型式自臺北市大稻埕起沿民生西路經

民生東路穿過基隆河，續沿內湖新湖一路，往北穿過高速公路，沿成功路轉民權東路，經葫州里山區往南由地

下轉為高架，跨越中山高至內湖蘆洲里，再往東接新北市安康路、吉林街，並於社后地區設置捷運機廠，路線

經中興路東側之30公尺計畫園道，再往南經新社后橋跨越基隆河，路線再轉東沿大同路至康誥坑側轉往新臺

五路至汐止區公所止，另沿東湖社后交界處規劃東湖支線。

捷運民生汐止線綜合規劃路線示意圖

計畫路線建議設置15座車站，含地下車站8座，高架車站7座，支線設置3座高架車站（尚未定案，如附

表），採中運量捷運系統服務。本線可與營運中捷運淡水信義線(雙連站)、中和新蘆線(行天宮站)、文湖線(東

湖站)及臺鐵汐科站轉乘，再加上公車接駁，可構成綿密的大眾運輸路網服務，改善汐止臺北間交通壅塞問

題。



附表 建議設站區位

Minsheng-Xizhi Line Comprehensive Planning Under Review by the Central Government

A comprehensive planning report of the Taipei MRT Minsheng-Xizhi line was submitted to

the 6th committee meeting jointly held by Taipei and New Taipei on May 23, 2015. Having

completed revisions, Taipei City Government submitted the report to the Executive Yuan via the

Ministry of Transportation and Communications (MOTC) for review on August 28, 2015. The city

government suggested that the entire route be approved at one time and implemented in

phases. Taipei City Government also sought to gain assistance from the MOTC to resume an

environmental impact assessment review on the Phase II route.


