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捷運萬大第一期工程，起始站為中正紀念堂車站(LG01)與捷運新店線以地下連通道銜接交會轉乘。萬大

線CQ840標之LG01站位於道路寬度僅16公尺之南海路上，且電力、電信、自來水、瓦斯等管線眾多(達11

類)，對規劃設計及施工的挑戰性極大。其中最大之挑戰為南昌路上之自來水φ1650mm幹管，該幹管與地下車

站衝突，且因其需供應中正、萬華、三重、五股、新莊及蘆洲等地區約50萬用戶民生用水之重要幹管，無替

代迴路供水，且無其他道路空間可改道，又一旦停水將影響民眾生活便利性甚巨，且隱藏潛在消防公共安全問

題。也無法依捷運車站以往施工案例，採吊掛方式保護施工，且與車站衝突處也須克服。

φ1650mm自來水管位置平面圖 與捷運穿堂層衝突示意圖

大線LG01站設計階段即與臺北自來水事業處工程總隊跨單位橫向聯繫與協調合作，共同尋求新工法新技

術找出適當解決方案，並達到施工由本局發包管理、水工總隊就自來水專業協助。本工程開始施工時，即不斷

尋求適當的工法與專業廠商，最後選定在日本信譽卓著之COSMO公司之不斷水工法，該公司表示雖然其作過

很多自來水管線之不斷水或瓦斯管線之不斷氣之經驗，然對此巨大管線且施作三通閥，在日本也尚屬首次，故

日本COSMO公司也相當重視，在工廠內也作過壓力測試及其他實體之演練，本局及自來水事業處也派員至日

本工廠驗證該產品，最後確認與日本廠商技術合作，引進大型自來水不斷水制水閥工法，將技術傳承予台灣施

工廠商，提升施工技術。故辦理世界第一次φ1650mm大管徑自來水三通閥施作，使自來水之施工技術進入新

的際元，也降低爾後施工斷水對民生之不便。

有鑑於該幹管已埋設數十年之久，如採取一般傳統工法遷移擾動，其風險性極高，不但有可能造成50萬

民生用水戶無水可用，且該水管之水壓達17層樓高，發生意外也將造成重大事故，影響整個南海特區。故本



次不斷水工法除降低施工中之風險，克服自水管線與捷運車站在高程上之位置衝突，使捷運工程得以順利進

行，且完全不因新舊幹管轉換而造成停水，粗估50萬戶居民商家即可減少約5千萬之損失，對已增設二處之三

通閥，不但使捷運施工期間之臨遷、永遷工程及開挖工程之安全性提高，且爾後自來水管之維管更加方便。

不斷水閥穿孔啟動與觀摩 穿孔後舊管取出

不斷水工程施工期間，臺北自來水事業處也邀請全省各分處派員觀摩，希將此新技術於臺灣生根，提升服

務品質，本局除考量爾後的捷運工程可比照採用此工法外，也將此工法傳至youtube宣導，希望自來水之施工

技術進入新的際元，也降低爾後施工斷水對民生之不便，另此工法也適用於瓦斯管線，如能本土化，相信定能

降低管線之意外事故，並提升國家之競爭力。

Hot Tapping Method for Large-Diameter Water Pipelines Introduced on Wanda Line for the First Time

The hot tapping method reduces the impact of water outages on residents and avoids the

construction pollution of traditional methods. This has major benefits, especially in large-

diameter water pipe areas where water outage occurs; therefore it is worthwhile promoting in

the future. Because the equipment for the method are imported from Japan, the transportation

costs lead to high direct construction costs. Following the introduction of this method, in

addition to providing solutions for large pipeline migrations, in the aftermath, the scale of the

market can be expanded, domestic and foreign competition is promoted, and domestic

purchasing costs are reduced. Moreover, it can also attract domestic manufacturers to develop

the hot tapping method and increase the capacity to self-manufacture and promote overall

industrial upgrading.


